The Massload ML0700 Tension Link Dynamometer is ideally suited for any application that involves lifting, pulling or winching. Tension Link Dynamometers are available in capacities ranging from 10,000 pounds to over 250,000 pounds. Custom capacities, sizes and safety factors are also available upon request.

Each cell is temperature compensated and completely environmentally protected. The sealing standard of IP67 means the link is protected against high pressure jets of water (weather proof).

Also available as Wireless Tension Links that have a battery life of 200+ hours (continuous use) and go into sleep mode when not in use to prolong battery life. Wireless range is 100-150 feet line of sight and the antenna and batteries are enclosed in protective boxes on the link.

Remember...all tension links can be wireless!

**Performance Specifications:**

- Capacities: 10,000 to 250,000 lbs
- Non Linearity: <.03% Full Scale
- Safe Overload: 200%
- Ultimate Overload: 400%
- Full Scale Output: 2 mv/v Nominal
- Maximum Excitation: 15 volts DC
- Operating Temp: -50°C to +80°C
- Compensated Temp: -10°C to +40°C
- Thermal Zero Shift: 0.00155 FS/deg. F
- Material: Nickel Plated Alloy Steel
- Bridge Resistance: 350 Ohm
- Sealing Standard: IP67

**Technical Data**